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GUJARAT

Vadodara : +91 - 76000-30976 

South Gujarat : +91 - 76000-30976

Ahmedabad : +91 - 70437-35005 

Rajkot & Saurashtra : +91 - 99740-61567

MAHARASHTRA

Pune : +91 - 98509-89476

Kohlapur : +91 - 78758-97744

Nashik : +91 - 96378-27722

Aurangabad : +91 - 90496-93366

Mumbai : +91 - 70308-77977

EAST INDIA

Jamshedpur : +91 - 9771456300

Kolkata : +91 - 97714-56300

Sales Inquiry : +91-96620-44983 
Service Line : +91-93776-66555

COSMOS IMPEX INDIA PVT. LTD.

Cosmos House , 85/2 Atladra, Padra Road, Vadodara 390 012 (Guj.), India. 

Tel: +91-265-3927000 Mob: +96620-44983

E-mail : sales@cosmos.in ( sales )

NORTH INDIA

Delhi & NCR : +91 - 93500-50200

Noida & Gaziabad : +91 - 93500-75724

Gurgaon & Bhiwadi : +91 - 93500-50200 

Faridabad : +91 - 95999-10370

PUNJAB

Ludhiana : +91 - 98107-05736

SOUTH INDIA

Hyderabad : +91 - 75670-80452

Chennai : +91 - 75740-21485

Coimbatore : +91 - 90251-68602

Bengaluru : +91-99022-00025



Specification

CNC Swiss Type Automatic Lathe
( SR 20RIV )

Sliding Head Lathe

SB/SR Series
Star Micronics Co. Ltd. , Japan
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Multi Tasking Machining Range

Component Dia

10 to 38 MM
Twin Spindle

Upto 38 Tools Available

Milling and Turning

mm

TRAVEL

Max. machining diameter

Total no of stationary tools

Total no of live tools

Ø10

18

Max. spindle speed

Max. spindle motor

MODEL  UNIT SR-10J Type C

mm

mm 7

m/minRapid feed rate

RPM

Main spindle indexing angle

Sub Spindle nose

KWSub Spindle motor

15000

2.2/3.7

Ø20

18/19

10

10000

2.2/3.7

Ø20

20

16

10000

2.2/3.7

Ø32

18

19

5000

5.5/7.5

Ø38

25

13

7000

7/11

Ø20

25

13

10000

2.2/3.7

35 35 35 24 35,15(Y2) 36,24(Y2 Y3)

C-axis control

KW

10000 9000 8000 7000 7000 10000

0.55/11 0.55/11 0.55/1.1 2.2/3.7 3.7/5.5 3.7/5.5

SB-20R Type G SB-20J Type C SB-32J SR-38 SR-20RIV

C-axis control C-axis control C-axis control C-axis control C-axis control

RPM

Ÿ Fanuc controller

Ÿ Hydraulic & Pneumatic Unit

Ÿ Auto lubrication unit

Ÿ Coolant level detector

Standard Features

Ÿ Door interlock

Ÿ Broken cut off tool detector

Ÿ Revolving guidebush

Ÿ C Axis control main 2 sub spindle

Ÿ Air purge for revolving guide bush & subspindle 

Ÿ Work light

The SB series tool post employs a slant-type slide guide 
way structure. This enables the construction of the X 
and Y axes guide ways radially around the cutting point 
to improve machine rigidity. The construction also 
allows a linear line which passes the ball screw center 
and forms to be close to the cutting point ( Fig. a1 on 
the right ), and reduces the moment load by cutting 
resistance improves the tool post rigidity in the Y and Z 
axes directions.  The Star original rigid tool post 
structure allows for an extended tool life and stable 
accuracy even in continuous machining over time.

SR 10J SR 32 / 38JSR 20JSB 20R SR 20RIV / 38 SV Series



Multi turret Multi Spindle 

Turnmill Center
CT1/CT2/CT3 Series
CC Machinery, Taiwan
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Bar Capacity

52 & 76 MM
Twin Spindle

Twin turret with BMT Tooling

Yaxis on both turrets

7Axis turnmill
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Bar capacity

Max. Manu. Dia

Standard Manu. Dia.

Ø51

X1,X2,X3 Axis travel

Z1,Z2,Z3 Axis travel

MODEL  UNIT CT2-52

mmDistance between two center

mm

Max. Manu. Length

Y1, Y2 Axis travel

mmB axis travel

227.5/232

440/440

Ø51

227.5/230

440/440

Ø51

227.5/227.5

310/250

Ø51

227.5/227.5/230

310/250/440

Ø76

227.5/230

382/382

Ø76

227.5/227.5/230

252/250

920 920 1045 1045 920 1045

400

mm

- ±50 ±50/±50 - ±50 ±50/±50

650 650 775 775 530 655

440 310 310 415 285

mm

CT2-52YM CT2-52Y2M(S) CT3-52Y2M CT2-76YM CT2-76Y2M/CT3

No of turrets & type 2 2 2 3 2 2/3

Ø360

Ø210

Ø360

Ø210

Ø360

Ø210

Ø360

Ø210

Ø360

Ø210

Ø360

Ø210

mm

Axis specifications

Spindle max 

Spindle motor

RPM

Spindle nose

Chuck size

6000

M: 7.5 / 11 kw, 

F :11 / 15 kw

6000 6000 6000 4000 4000

A2-5 A2-5 A2-5 A2-5 A2-6 A2-6

6” (8”) 6” (8”) 6” (8”) 6” (8”) 8” (10”) 8” (10”)

Spindle

M: 7.5 / 11 kw, 

F :11 / 15 kw

M: 7.5 / 11 kw, 

F :11 / 15 kw

M: 7.5 / 11 kw, 

F :11 / 15 kw

M: 7.5 / 11 kw, 

F :11 / 15 kw

M: 7.5 / 11 kw, 

F :11 / 15 kw

Turret station

Square tool

Round tool

16-station 16-station 16-station 16-station 16-station 16-station

� 25

Ø25 Ø25 Ø25 Ø25 Ø25 Ø25

Live tool turret

� 25 � 25 � 25 � 25 � 25

Live tool rpm - 60-6000 60-6000 60-6000 60-6000 60-6000RPM

No of live tool - 16x2 16x2 16x3 16x2 16x2/16*3

Machine N.W. ( Includes chip conveyor) 10200 10200 10200 11100 10300 11200KG

mm

mm

mm

mm

Ÿ Tool Kit & Box

Ÿ Collet Chuck Device

Ÿ Auto Bar Feeder Interface

Ÿ Finished Parts Catcher & Conveyor

Ÿ Cutting Fluid Device

Standard Features

Ÿ Auto Power Breaker

Ÿ Air-Blowing Device

Ÿ Electric Cabinet Air Conditioner

Ÿ Steel Belt Chip Conveyor & Cart
Tailstock Option
With the CT2-52Y2MS both turrets are 
located at the top of the machine to allow 
customers the option of a central tailstock 
for longer work piece stability

Multi Tasking Machining Range



Ÿ Tool Kit & Box

Ÿ Collet Chuck Device

Ÿ Auto Bar Feeder Interface

Ÿ Finished Parts Catcher & Conveyor

Ÿ Chip Washing Coolant Device & Air Blowing Device

Ÿ Cutting Fluid Pump

Ÿ Cutting Fluid Inspection Device

Ÿ Sub Spindle Air-Blowing Device

Standard Features
Ÿ Auto Power Breaker

Ÿ Cross Side Live Tooling Device

Ÿ Front Side Live Tooling Device

Ÿ Rear Machining Device

Ÿ Sub Spindle Finished Parts Ejector

Ÿ Air-Conditioner For Electrical Cabinet

Ÿ Built-In Spindles (Main Spindle & Sub Spindle)

Ÿ Chiller For Main Spindle & Sub Spindle

Ÿ Oil Mist Lube System

Ÿ Steel Belt Chip Conveyor

Turnmill Center with B-Axis

Variable Angle Head

CY2M Series
CC Machinery, Taiwan
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Bar Capacity

52 & 76 MM
Twin spindle with variable angle head

Multi-tool turning & milling

Tooled Up

9Axis turnmill
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Max. Manu. Dia

Max bar feeding 

X1/ Y1 / Z1 Axis travel

X2/ Y2 / Z2 Axis travel

MODEL  UNIT

mm

Axis rapid travel speed

Front live tools

200/460/250

480 /460 / 270

30

mm

6+6 (Radial+Axial)

Ø51

51

m/min

Spindle max RPM 6000

Dia

Spindle collet TRB-52

Front O.D. Turning tools 5

Front I.D. Turning tools 5

Back live tools 3+3 (Radial+Axial)

Back O.D. Turning tools 4

Back I.D. Turning tools 4

Spindle servo motor 7.5/11KW

 CY2 52 M (B)

mm

Application example

Optional

Multi Tasking Machining Range



inch

TRAVEL

Chuck size

Swing bearing I.D.

Spindle speed

3 x 2

φ50

Spindle motor

L X W

MODEL  UNIT XW 30

mm

rpm Max. 10,000*

mmMax stroke

Rapid traverse rate

KW AC 3.7 / 2.2 x 2

1300 X 2000

Collet, 3,4x2

φ60

XW 30 Plus

Max. 8,000

AC 5.5 / 3.7 x 2

1340 X 2120

Collet, 6 ( 5 Opt.) 

φ75 (φ65 Opt)

XW 60

Max. 4,500 

AC 7.5 / 5.5 x 2

1595 X 2005

8 x 2

φ100

XW 130

Max. 4,000

1890 X 2140

10 x 2

φ120

XW 200

Max. 2,800

1990 X 2330

X:160

8-station turret x 8-station turret 8-station turret x 2

m/min

mm

Type Gang type x 2Gang type x 2

Z:200

X:160 X:125 X:150 X:170

Z:230 Z:140 Z:160 Z:220

X:12

Z:15

X:12 X:21 X:24 X:24

Z:20 Z:18 Z:24 Z:24

AC 11 / 7.5 x 2 AC 18.5 / 15 x 2

Optimum Turning Dia.

Max. Turning Dia.

mm

mm

30 30 60 150 200

50 50 175 280 320

Max. Turning Length

Spindle Nose

mm

mm

50 50 130 155 220

A3-S2 A2-3 A2-5 A2-6 A2-8

TAKAMATSU MACHINERY



YOU JI MAXXTRON TECHNOLOGY CO., LTD.

MAXXTRON 


