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Shaping The Future By Shaping Metal

Cosmos 1s a CNC machine tool manufacturer established in 1987, focused on developing practical machining solutions for production environments. The company
began with the supply of advanced vertical machining centres and later expanded into the manufacturing of surface grinding machines, drill tap centres, vertical
machining centres, vertical lathes, and other CNC solutions.

Today, Cosmos provides machining solutions ranging from entry-level production machines to advanced technology platforms. Machine development focuses on

rigidity, accuracy, and long-term stability to support consistent performance in production environments.

With manufacturing rooted in India’s industrial strength and aligned with global standards, Cosmaos focuses on delivering machining solutions that support long-term
customerrelationships. Thisapproach is guided by the company’s core values of

Integrity, Meritocracy, Respect for Individuals, Dynamic Thinking, Creativity & Innovation, and Social Responsibility.

Cosmos Manufacturing Unit 1 Cosmos Manufacturing Unit 2
Comprehensive Machining, Fabrication & Assembly Hub Heavy Machinery Manufacturing & Final Integration
This facility forms the backbone of our manufacturing excellence, producing This unit plays a critical role in ensuring that every Cosmos machine
high-performance CNC machines with industry-leading accuracy and delivers superiar performance, longevity, and precision.
reliability.
Manufacturing Footprint Manufacturing
~15 acres Footprint
~2.5 acres

Workforce Upcoming 7 \
~1200 Manufacturing Facility ?
Skilled Professionals gl

Workforce

~250 Skilled

Professionals

Machine Sheet Metal Electrical & Final Quality

Fabrication Powder Coating Assembly Assembly Controller Assembly  Assurance & Dispatch
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Structural Architecture

New DynaMill structure delivers optimal performance through:

= Maonaolithic casting integrating bearing housing, motar brackets, and nut housing—minimising subassemblies and improving machine life.
Centre-of-gravity aligned moving elements reducing deflection and vibration.

High Z-axis responsiveness fordynamic high-speed machining.

Rigid nested structure enhancing overall stiffness.

Caonsistentaccuracy in complex profile machining.

Headstock Casting

Centro-Aligned Z-Axis with Spindle:

The Heart of High-Performance Cutting Step Type Beam for

Improved Cutting Stability

The oversized beam is a step type construction with one
LM guide way on the top and one at the front.

Mono Bridge

Type Column Design

The one-piece bridge column design provides
symmetrical stability to the heod stoke adding
much impaortant value to Dynamill

Robust Single Casting Bed
ensures high rigidity,

excellent vibration absorption
outstanding surface finishes.
Wide base ensures stability under heavy table loads at high speeds



Machine Features

Ergonomics Design

= The full enclosure (without the top cover) provides a safe and clean operating environment. The top cover is optional and can be added to meet CE safety directives
or specificmachining needs.

= The swiveloperation panelallows users to operate from any angle or position.
= Awidedoorwidth makes loading and unloading of the warkpiece easier.
= Large windows onthe door provide excellent visibility.

Spindle Cooling

The DYNAMILL Series machine is the only one in its class with a heat-dissipating spindle chiller,
maintaining tight control over the spindle, bearings, and motor. This reduces thermal growth,
ensuring better spindle preload, stiffness, rigidity, tool life, surface finish, and part accuracy.

= Stiffness and rigidity forroughing and hard milling operations
= High-speed forsmall tools, finishing operations and graphite
= Thermal Control for Precision

Roller Type LM Guideways Ball Screw Cooling (OPT)
All axes are equipped with LM roller guideways. These The Ball S5crew cooling option is available for mare demanding applications
feature higher load capacity and greater rigidity even ensuring constant temperature control in addition to ZenJ.

at high acceleration.
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DYNAMILL 7900

Cutting Efficiency Motion Accuracy Load Handling
Optimized spindle system enables high-speed Precision-driven axis system ensures smooth Robust guideway design supports heavy-duty
material removal with stability and control. interpolation and consistent positioning. machining without compromising accuracy.

Thermal Stability Productivity

Controlled heat management maintains dimensional  Efficient tool handling and system coordination
consistency overlong cycles. reduce idle time and improve throughput.



Machine Torque Power & Layout

High Performance Imported Spindle

Mitsubishi

OM 1100/1400 - 12,000 rpm
Spindle Power : 11/15/18.5
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Machine Specifications

unit om noolege) om oo om 11oo[Z) oM 1400[@ag om 1400[Z0 oM 1400200

Items
Travel

X axis

Y axis

Z axis

Distance Between Columns
Distance from Spindle Nose to Table
Table

Dimension

Max. Load

T-slot (width x pitch x number)
Spindle

Spindle Type (Standard)
Spindle Speed

Mitsubishi Motor Power
Spindle Taper

Spindle Oil Chiller

Water Chiller

Length Tool Setter

Linear Scale

Feed Raote

Rapid Traverse (X/Y/Z)
Cutting Feed Rate (X/Y/Z)
ATC

ATC Type

Magazine Capacity

Max. Tool Diameter / Next Pocket Empty
Max. Tool Length

Max. Tool Weight

Toaol Change Time (Tool ta Tool)
Miscelloneous

Machine Weight

Power Requirement

Power Supply

i

mim

mim

mim

mim

mim

rom
kW

m/min
m/min

nos
minmn

1100
/00
600
1noog
150-750

1050 x 700
1000
18*125%5

Direct-Orive
12000 15000

11/15/18.5 kW

BET40 H5K A63

v

v

32 m/min
20 m/min

Twin Arm
24
80/150
300
8
2.0

~7100
35
415V/3 Phase, 50-60Hz

Built In
18000

19/33 kW
BET40

1400
1noo
600
1oo
150-750

1600x1000
3000
18%140%7

Built In
18000
19/33 kW

HS5K A3

Direct-Orive
12000 15000
11/15/18.5 kW

v
- - v
7

32 m/min

20 m/min

Twin Arm
c4
80/150
300
8
2.0

~12000
35
415V/3 Phase, 50~-60H=z

Note: Specifications and features are subject to change without prior notice. Please refer to the offer document, as it has precedence.

Standard Features

« Mitsubishi CNC MBOAV / Fanuc CNC Oi-MF
Plus Advance Mill - 15"

« ZENEZ-V+HMI

= Cutting Air Blast

= Coolant Tank & Coolant Flushing System

« Coolant Gun Air Gun

« Dual Auger far Chip Exit

« Air Curtain

« Handheld Manual Pulse Generatar (HMPG)

= Air Conditioner for Electric Cabinet

= Fthernet Interface for Data Transfer

« Automatic Centralised Lubrication System

« 3-Colour Signal Light

« Working Light

« Levelling Block and S5crews

 Maintenance Tools & Manuals

Optional Features

= Mitsubishi CNC M830V5S -15"

= ZENEZ-Supreme Series Platform

= 3-Axis Ballscrew Cooling with Chiller

« 20,000 rom Grease Lubricated Built-in
Spindle

« Oil-Skimmer

» Waorkpiece & Tool Measurement Systems
(Renishaw / Blum)

« Collision Monitoring System

= Coolant Through Spindle (20/30/70 Bar)

= Air Through Spindle (ATS)

= Chip Conveyar - Scraper

= (il Mist Collector

= Sofety Door Lock

« 4th/5th Axis Interface

« ZENU Tor the thermal compensation



Dynamill Pro Precimax

High-speed Precision Machining Solution
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Application

Semiconductor Civil Aviation Medical Equipment Die & Mould
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Core Advantages

Gantry-Level Rigidity

Double column structure ensures unmatched stability for heavy-
duty aond high-speed machining.

High-Speed Precision

Optimized spindle and axis dynamics deliver foster cycles with
consistentaccuracy.

Superior Surface Finish

Smooth motion control and advanced spindle design enable fine
detailing and high-quality finishes.

Thermal Stability for Consistency

Engineered to minimize thermal distortion for reliable accuracy over
long operating hours.

Lower Costper Part

Improved tool life, reduced cycle time, and higher productivity drive
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Machine Torque Power Diagram & Specifications

Mitsubishi
Direct Drive
Spindle Power : 4.6/6 kW
S6 40%
EkW g:_:' e
&/ 51100% | 34kW
4.6kW wl z
[/ | 4.1kwW
9740 10000 15000 20000 23500 30000
Spindle Speed (rpm)
Contral  CNC controller Mitsubishi/Fanuc
- | X x X-axis/Y x Y-axis/Z x Z-axis mm  600/600/320
rave
Toble top surface to spindle nose mm  80-400
Table wark surface area (X-axis x Y-axis) mm  600x600
Table T-Slots (Size x Number x Centre) 18x4x150
Max. work piece weight kg 500
Rapid traverse rate X/Y/Z m/min. 20/20/20
Feed rate Cutting feed rate mm  1-15000
Minimum input Increment mm  0.001
Spindle holder HSK-E40
_ Spindle motor kw 4.6
Spindle p.
Spindle speed rom  24000/30000
Cooling Lubrication Oil/Grease
Tool magazine capacity I 24
T Max. tool weight kg 1.5
o Max. tool length mm 150
Tool selection Armless
Power kva 20
Coolant tank capacity L 250
Others ;
Net weight Kg 6500
Floor space mm 2200x2700x2650

Components

Standard Accessories

« Organtype stainless steeltelescopic

« Toolchange magazine

« Toolmeasurementdevice

» Back flush device

« Secondstory type filter tank

« Built-inspindle.

« Spindle coolant system.

« AutolLubrication system.

« Cuttingoilcoolant device

= Water Gun, side-way air blower, work lamp.

« Hand-ontype operation box/26PIN hand wheel,
« RSZ23289PININTERFACE.

« USBsupport.

« Autopoweraoff system with alarm lamp.

« Highspeed high accuracy function FTP system.

« Transformer.

« Toolbox/operation manual/maintenance manual.

12



Machine User Interface Zz=~N== 1/

Boost Your Profitability by Achieving the Maximum Performance with Ease.

It focuses aon customised dashboards and tools that help the operator to simplify his daily activity. The overall feature and package can reduce the time lost due to the

complexity of the controller GUI,; as a result, Zenez can significantly increase the machine output and profitability.

» 10.4-inch display or 15-inch display.
= Fully functional vertical and horizontal soft-keys for non-touch usage.
Ouick Access Menu

Egsy Configurotion

» Crystal type Machine Operating Panel.

. MITSUBISHI Expniobie Moo
" ELECTRIC FA N U c Efj;g?;memer Port

Smart Stotus View for
Eosy Operotion

Full Keyboord wilh
Owerly Keyboond

Custiom Bocklit Keys
with Hord Crystal Finish
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Scroll
Scroll in lists - Tool & Work offset list,

Program, Gecode List Parameter.

[Pty ks BN T L)) ]

[]
Tap to move the cursor or navigate

through the menus.

i~ N

Zoom in and out of grophic content

S N o

e &

during simulation mode.

History Diagnosis User Manager Cycle Time Tool Magaozine Preventive
Analysis Management Maintenance
Checklist
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= ZENp i1s an Al-based accuracy enhancement system that continuously tracks and compensates for
thermal driftin machine tools.

= Astemperature changes across the spindle, axes, and structure during operation, ZENL's algorithms
shiftthe external zero pointof X, Y, and Z axes in multiple degrees of freedom keeping the tool centre

point stable relative to its intended position, in real time.

Step 1: Data Collection Step 2: Model Development
SSY s

£ ZENu Modelling )
S~ Tool o

[ % e e il g e = S
Temperature Displacement @ a

Maodel Development Tool

Collected Data

Pasitioning Errar (without Ei=aE)

Step; 3 ZENp-Acr:uracy Temperature Sensors
Enhancement System

P

Compensation ZENu Tool
Algarithm (Prediction)

i

Compensation

urm

Paositioning Error Reduction (with )

*Kindly Note : Actual improvement varies by machine type, structure, ambient conditions, and application and is best evaluated on a per-machine
basis through ZENU's own dato collection and modelling process. Purchasaoble as option.
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Industry 4.0 10T Solution digiFAC dF’

All-in-One Digital Data Monitoring Solution for Manufacturing Industries

What is digifac?

The digiFAC is an llaT (industrial 1aT) platform that can integrate various signals from all kinds of controller-based machines, including CNCs, Injection Moulding
Machines, and Press Machines, and analyze them automatically to generate accurate real-time reports. With the least human intervention, it collects the infarmation
directly from the machines and helps you get the maximum benefit from your assets and enhance productivity.

Why digifac?

= Industry-Leading: Production efficiencies and agility. « Toimprove OEE.

Increase your productivity by 20%.
ROI within 3-4 months.

To maintain your OTD.

= Highly expert team members.

= Phenomenal solutions to take your company to the next level.

= User-friendly Interface; use features as per dedicated
roles/users.

LR R M R W R N R T

« Transparent, quick, and real-time data availability that can
help you make fast decisions.

= Toreduce lead time, setting time, and deliver on time.

Digifac Software Features e

Dashboard Monitoring Alarm Analysis Tool Cutting Production Information Downtime Analysis Email Alerts
Time Information (Utilisation)
P Live information of the entire foctory. * Algrm history by code or mochine. F Mo more unidentified dry-runs. P Detailed produc ion infermaotion repoar. P Spptotolmochine downtime. P Setotime for machines'idle condition and
¢ Cotegorise moachines (Unit-wise). r Time and durotion of oll olarms ¥ Progrom poth optimisation in-sight ¢ Anoulomated doily production report.  Monitor downbime ond the regsons receive or get alorm nolificotion on email:
P View regulor Ubilisotion of the mochine. generoted by o separale mochine. | F Tool usoge clarity. ¥ Al reports ore ovailoble in Excel format. forrt (Mocro Downtime Fealure). F Monogemenl Reporting:
¥ Focus ond con easily get the classified Recerve doily production report and downtime
major losses/downtimes and work analysis repart by email on daily basis.

onoplimisotion.
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Other Product Range

doFac SMARTCONNECTj

CVM SERIES MEGAMILL SERIES

High Performance Machining Centres Double Column Machining Center

SMARTMILL & TAPMILL SERIES AUTOMILL SERIES

High Speed Milling & Taping Center Auto Tending Machining Center

*Kindly Note: Product development is a continuous process. Please visit www.cosmaos.in to get our latest product range.

V-TURN SERIES

!
|

Vertical Turning Lathe

GRINDING SERIES

Precision Surface Grinding Machines

16
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° © +8170308 77377 . Q+97193500 50200
South Gujarat |
COSIMosS Q4817574001763 |
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Q +9196378 27722 Y +971 98740 61567

Corporate Office

Cosmaos House, Plot No. 85/2, Padra Road, Atladara, Vadodara, Gujarat - 390 012 Bengaluru

" upar oy Q +971939022 00025
Manufacturing Facilities
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*Kindly Note: These products are under revision for specifications upgrades. Reqguest to kindly visit cosmos.in to get all the latest information about our complete product range.



